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Visparigi noradijumi

Telpu rekonstrukeijas gaita ir jaizbaive jaunas piesleguma vietas Datortiklam , Wifi , IPC (ip
video kameram ) un VN ( analoga signala ) video kameram.

Jauzstada video kameras

Skaidrojoss apraksts

Strukturéto kabelu tikli {ess- dt)

Strukturéto kabelu tikla (SKS) 1zbtive jaizmanto S5e. kategorijas 4 paru neekranéts (UTP) vita
para kabelis 4x2x0.5 Cat 5¢, Cat 5S¢ kategorijas rozetes ar RJ45 kontaktligzdam, un 24 ligzdu
Cat5e. komutacijas panelus. Darba vietas WIFI un IPC piesléguma vieta uzstadit rozetes ar 1j45
Cat.5e piesleguma ligzdam, kuras iestradat izbiivétos Cat Se kabelus.

Visus kabelus no pieslgjuma punktiem vilkt uz komutacijas telpu Cokolstava .

Komutacijas skapt uzstadit nepieciesamos komuticijas panelus.

Rozetem ir jabiit viena dizaina , tam jabiit marketam ar lamin&tiem mark&umiem.

1. izbuivet datortikla , videonovero$anas un bezvadu tikla piesléguma punktus

2. piesléguma ligzdu augstumu precizét biivniecibas laika .

Lai rastos pilnigs iespaids , projektu skatit kopa ar citam inZenieru komunikacijam . SKS
tikla montaZu veikt saskana ar citu inZenieru tiklu izbavi .

Ugunsdrosajas siends izveidotas ailas vai kabelu $k&rsojumi noslédzami ar speciali paredz&tajiem
ugunsdrosiem blivéjumiem:

Strukturétas kabelu sistemas tikls jaizbavé atbilstosi ISO/IEC 11801, EN 50173 Class D,
ENS50174-1, EN 50174-2 standartos noteiktajam prasibam, tas atbilstibu visam UTP Cat Se
kategorijas tehniskajam normam , janodro§ina savietojamiba ar atbilsto§iem standartizétiem
tikla akfivajiem elementiem.

Pieslégumu akiivajam aparatiiram , IPC, WIFI nodro$inat ar komutacijas vadiem (Pachcod).
Izveidotaja strukturétaja tikla visam komponent&m jabiit vienas kabelu sist€émas ( viena razotaja ),

un izpilditajam pec darbu izpildes jaiesniedz raZotdja garantija, kurai jabit vismaz 15

(piecpadsmit) gadi.

Péc tikla izbiives pasiititajam iesniegt visu SKS raZotdja apstiprinatu sertifikatu .

Péc kabelu tikla izveides ir javeic katras piesléguma vietas testéSana ar sertificgtu kabelu tiklu
analizatoru atbilsto§i EN 50173 Class D Permament Link un mérijumu rezultatu orginala fails un

PDF jaiesniedz pastfitajam elektroniska forma .

VIDEO NOVEROSANA

Video novéro$anai jaizmanto divu veidu video kameras — IP video kameras (IPC) un turbo
analogas kameras (VN).

Stacionard Uznem$anas nodala | stava jauzbiuve un japieslédz IPC kameras un VN kameras .
Uzstaditas kameras japiesledz pie eso3ajiem HikVision video registratoriem cokola stava .
Piegadatajam video kameram ir jabit saderigam ar esofo HikVision sisttmu un janodro$ina
savietojamibu ar 1VMS-4200 un 1VMS-4500 aplikacijam. IPC video kameru iz8kirtspgja ne
zemaka ka 4Mpx un Turbo video kameru VN 1z8kirtspéja ne zemaka ka 2Mpx . Visam iekstelpu
kameram jabiit vandalu dro$am ar atbilstibu IK10, ar ieblivetu ir proZektoru . Ara kameram jabiit
ar IP65 aizsardzibu , herm&tiski slégtiem savienojumiem .

IPC kameru barofanu nodroinat caur PoE, VN kameru barofanu nodrodinat no atseviskiem
barofanas blokiem 12v/2a. BaroSanas bloku Elektro tikla pieslégumu nodro$inat no eso$a VN tikla
1 stava

Ieksgjo IPC kameru tehniskas prasibas : 4MPX |, IK10 , H.265+, WDR 120dB, 1P66, 3DNR,
2.8mm, 1 audio input (built-in microphone), Motion detection, video tampering alarm, exception ,

Protokols-TCP/IP, UDP, ICMP, HTTP, HTTPS, PoE.

Argjo IPC kameru tehniskas prasibas : 4MPX ,DarkFighter technology, IK10 , H.265+, WDR
120dB, 1P66, 3DNR, Varifokal lens, Line crossing detection, Intrusion detection, Unattended
baggage, object removal, face detection, EventMotion detection, video tampering alarm,
Protokols-TCP/IP, UDP, ICMP, HTTP, HTTPS, PoE.

Ieks$gjo VN kameru tehniskas prasibas: Turbo HD, 2MPX CMOS, PAL , IK10, 2.7 mm to 13.5
mm motorized, auto focus, WDR 120dB, IP66, 3DNR, 2.8mm, Motion detection, video protokols-
TVI/AHD/CVI/CVBS

ESS dalas raséjumu saraksts un markas

Nr Raséjuma Nosaukums Lapa | Piezimes
1 Visparigie radijumi ESS-01
2 Strukturétie kabelu tikli 1. stavs ESS-02
3 Video novéroSanas tikli 1. stavs ESS-03
4 Strukturétie kabelu tikli Cokola stavs | ESS-04

Projekta dalas izstradeé izmantoto dokumentu saraksts un pielietoti normativie akti:

- LBN 208-15 Publiskas ekas un buves

-LVS EN 50174-1:2018 , LVS EN 50174-2: 2018, Informacijas tehnologijas. Kabelu sistému ierikosana.

- LVS EN 50173-1:2018 Informacijas tehnologija. Universalas Kabelu sistému 1. dala: Visparigas
prasibas

- LVS EN 50173-2:2018 Informacijas tehnologija. Universalas Kabelu sistémas. 2. dala: Biroju telpas

- LVS EN 50173-5:2018 Informacijas tehnologija. Universalas kabelsistémas. 5.dala: Datu centru telpas

- LVS EN 50310:2016 Potencialu izlidzinaSana un zemé&sana €kas ar informacijas tehnologijas iekartam

- LVS EN 50346:2003/A2 2010 Informacijas tehnologija - Kabelu tikla instalacija - Instalétas Kabelu
sistémas test€Sana

-LVS EN 50575+a1:2018 Speka , kontroles un komunikaciju kabeli - Kabeli visparigam pielietojumam
bilivnieciba, nemot vera prasibas pret uguns iedarbibu

-LBN 262-15 -ELEKTRONISKIE SAKARU TIKLI

-LR MK NOTEIKUMI Nr. 501: 2019 Elektronisko sakaru tiklu ierikoSanas, bavniecibas un uzraudzibas
kartiba

-LR MK NOTEIKUMI Nr. 159 Noteikumi par individualo aizsardzibas lidzeklu lietoSanu darba .

-LR MK Nr92. Darba aizsardzibas prasibas veicot biivdarbus

-LR-MK NOTEIKUMI Nr 238  Ugunsdrosibas noteikumi

Urbumu vietas Rigelr saskanot ar konstruktoru .
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