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PROJEKTA APREKINOS PIELIETOTAIS INVERTORS 60KW

HUAWEI SUN2000-60KTL-MO
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Technical Specifications

Max. Effidency
European Efficiency

Max. Input Voitage

Max. Cument per MPPT

Max. Shart Clrcuit Current per MPPT
Stant Voltage
MPPT Operating Voltage Range
Rated Input Voltage
Number of Inputs
Number of MPP Trackers

Rated AC Active Power
Max_ AC Apparent Power
Max. AC Active Power (cosg=1)
Rated Qutput Voltage
Rated AC Grid Freguency
Rated Output Cument
Max Output Current
Adjustable Power Factar Range
Max. Total Harmonic Distortion

Input-side Disconnection Device
Anti-klanding Pratection
AC Overcurrent Protection
DC Reverse-Polarity Protection
PY-artay Sting Fault Monitoring
DC Susge Arrester
AC Surge Arrester
DC Insulation Resistance Detection
Resicual Curant Manitaring Unit

Display
Rs485
uss
Power Line Communication (PLC)

Dimensions (W x H x D)
Weight {with mounting plate )
Operating Temperature Range

Cooling Method
Max. Operating Alttude
Relative Humidity
DC Connector
AC Connector
Protection Degree
Topelogy

©Q Smart

« 12 stings Inteligent monitdieg and fast Voubie-shooting
« Powes Line Cammasication PLC) supported
+ Smant 14 Curve Diagnosis suppacted

dp Efficient
« Max efficency 58.9%, Esiopean efficency 58.7% (@480 V)

+ Max afficency 58.7% Esiopean effcency 56.5% (6389 V1400 1)
« 6 MPPT per uni effectively reducing stisg mismaich

+ DCswitch integrated, safe and comvenient for maintenarce
Residual Cumont Monitring Ut RCML) negrated
Fust fee design

SUN2000-50KTL-MO
Effickency
98.9% 2480 Vv, 98.7% @380 V/ 400 V
S8.7% @430 V, 93.5% @380 V/400 V
Input
1100V
22A
30A
20V
20V-~100V
600 V @380 Vac / 400 Vac, 720 V @480 Vac
12
6
Output
60,000 W
66,000 VA
65.000 W

220 Vi 380 V, 230 VJ 400 V, default 3W + N + PE; 3W + PE cptional in settings; 277 V/ 480 V, 3W + PE

S0 Hz /B0 H2
912A@380V,86.7 A@A00V, 722 A 480 V
100 A @380 V, 95.3 A 2400 V, 79.4 A @480 V

0BLG..0BLD
<3%
Prataction
Yes
Yes
Yes
Yes
Yes
Type it
Type B
Yes
e
Communication
LED Indicators, Blustoath + APP
Yes
Yes
Yes
General
1,075 x 555 x 300 mm {42.3 x 21.9 x 11.8 inch)
T4 kg (163.1 )
25°C ~ 60°C (-13°F ~ 140°A)
Natwal Comection
4,000 m (13,123 ft)
0~ 100%

Amphenol Helics H4
Waterpeoof PG Termanal + Terminal Clamp
P65
Transfomeress

PROJEKTA APREKINOS PIELIETOTAIS INVERTORS 50KW

Technical Spedifications

Max. Efficiency
Europzan Efficency

Max. Input Voitage
Max. Current per MPPT
Max. Short Circuit Current per MPPT
Start Voltage
MPPT Opasating Voltage Range
Rated Input Voltage
Number of Inputs
Number of MPP Trackers

Rated AC Active Power
Max. AC Apparent Power
Max. AC Active Power (cosd=1)
Rated Output Voltage
Rated AC Grid Frequency
Rated Output Current
Max. Output Current
Adjustzble Power Factor Range
Max. Total Harmonic Destortion

Input-side Disconnection Device
Anti-klanding Pratection
AC Overcument Protection
DC Reversa-polarity Protection
PV-armay String Fault Manitaring
DC Surge Asester
AC Sume Amester
DC Insulation Resistance Detection
FResidual Current Menitoring Unit

Displzy
Rs485
uss
Power Line Communication (PLO)

Dimensians (W x Hx D)
Wesght (with mounting plate)
Operating Temperature Range

Cooling Methad
Max. Operating Altitude
Relative Humdity
DC Connector
AC Connector
Protection Degree
Topology

HUAWEI SUN2000-50KTL-MO
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©Q Smart

12 swings inteligent monitodeg and fast trouble-shoctng
o Powsr Line Communicaticn (L) supparied
@ Smart 1V Curve Diagnoss supported

il Efficient

o Max effceny 385%
o Euiopoan efficency 985%
6 MPRT per unit, effectively seducing stieg mimatch

* DCwitch integrated, safe and comveniest for maintenance
* Residual Curant Monitaeing Urit (RCMIU) irtegrated
Fuse fee design

PROJEKTA APREKINOS PIELIETOTAIS INVERTORS 30KW

HUAWEI SUN2000-30/36/40KTL-M3

Technical Specification

SUN2000-50KTL-M0
Efficency
986%
98.5%
Input
100V
a2A
30A
W00V
200V~ 1000V
600 V
12
6
Output
50.000 W
55,000 vA
55,000 W
220 V1 380 V, 230 V 1 400 V, default 3W + N + PE; 3W + PE cptional in settings
S0 Hz/ 60 Hz
TE A@380V, 722 A @400V
B3BA@E0V, I94AQ400Y
08LG..08LD
<3%
Protection
Yes
Yes
Yes
Yes
Yes
Type
Type
Yes
Yes
Communication
LED Indicators, Bluetooth + APP
Yes
Yes
Yes
General
1,075 x 555 x 300 mm (42.3 x 1.9 x 11.8 inch)
74 kg (163.1 Ib)
<25°C ~ 60°C (-13°F ~ 140°F)
Natural Convection
4,000 m (13,123 ft)
0~ 100%
Amgphenol Helios Ha
Waterproof PG Terminal + OT Connactor
165
Transformedass
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Smart Efficient Safe Reliable
Efficiency Curve Circuit Diagram

Smart Dongle

Manitoring BUS (MBUS

Efficiency
98.4%

Input

26 A

Output

36,000 W

Protection

ves

SUN2000-30KTL-M3 SUN2000-36KTL-M3 SUN2000-40KTL-M3

Communica

LED Indicators, Integrated

Waterproo

Yes

Genera

640 x 530 x 270 mm (252

| Data

209 x 106 inch)

Optimizer Compatibility

SUN2O00-450W

Generalprojektetajs:
SIA “ALMARO”
Registracijas Nr.: 40103839349

Juridiska Adrese: Riga, Kalnciema iela 119, LV-1046

Biroja Adrese: Biekensalas iela 21-A305, Riga, LV-1004

Buvkomersanta reg. nr.: 13432

ELT sadalas projektetajs:
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Pasutitajs:
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"Slimnica " GintermuizZa'"

Pasttijuma/liguma nr.:
ELT-2022-03PR
Arhiva nr.: £L7-2022-03PR

Amats | Vards, uzvards | Paraksts| Datums

Objekts:

Lietotaja 0,4kV el. apgades saules stacijas izbiive Filozofu
iela 69, Jelgava, LV-3008

Stadijal Marka| Lapa | Lapas
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Bivpr.v. |A. Zeltin$ 12.09.2022.
Bavpr.d.v.A. Zeltin$ 12.09.2022.
Izstradaja| A. Zeltins 12.09.2022.

invertoru tehniskie parametri
b/M

SIA "OMEL", Buvkom.reg.Nr. 12554,
reg. nr. 40103885206, Medus iela 1,
Suzi, Garkalnes nov., LV-1024
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